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RECOMMENDED

STORAGE Nt

ALIERNATE DETAIL
TRENCH WIN CRAWL

STEEL OR

WOOD POST

36HIGH MAX

STANDARD

1RENCH WIN NA1TVE BAKF1LL

NOTES:

1. INSPECT AND REPAJR FENCE AFTER EACH STORM EVENT

AND REMOVE SEDIMENT WHEN NECESSARY.

2. REMOVED SEDIMENT SHALL BE DEPOSITED TO AN AREA

11-fAT WILL NOT CONTRIBUTE SEDIMENT OFF-SITE AND CAN

BE PERMANENTLY STABIUZED.

3. SILT FENCE SHALL BE PLACED ON SLOPE CONTOURS TO

MAXIMIZE PONDING EFFiCIENCY.

SILT FENCE

EX1RA STRENGTH FiLTER FABRIC

NEEDED WITHOUT WIRE MESH SUPPORT

STEEL OR
-

- FLOW
*

_

a

10 FT. MAX SPACING WIN

WIRE SUPPORT FENCE 6 FT.

MAX SPACING WITHOUT WIRE

SUPPORT FENCE
CONSTRUCT

ADDI7TONAL 4'HIGH
* ORANGE PLAS7IC

* MESH WARNING
FENCE VMERE

NEEDED IN
CONSTRUC11ON

AREAS.

PONDING HDGHT

12iItl.

GRAVEL

12"MN.

POST.

4xCTRENCH

WIN COMPACTED

BACKFiLL

DETAIL


